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WISI OC 04 D
Universal feed system, Quattro

Description
At a glance:

 � Light grey (RAL 7035)

 � with weatherproof case

 � gold plated contactors for the perfect contact
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WISI OC 04 D

Technical data

Subscriber pcs. Depending on the multis-
witch

Type QUATTRO

Input frequency 10,70...11,70/11,70...12,75 GHz 
(Low-Band/High-Band)

Oscillator frequency 9,75/10,6 GHz (Low-Band/High-
Band)

Output frequency range 950...2150 MHz 

Connectors  

F-socket 4 pcs. 

General data  

LNB supply voltage 11...21 V 

Power consumption max. 200 mA 

Color Light grey (RAL 7035)

mode field diameter 40 mm 

Operating temperature range -30...+60 °C 

Packaging data

Sales unit 1 pcs. 

Dimensions (WxHxD) sales unit 164 x 116 x 66 mm 

Packaging volume sales unit  dm³ 

Gross weight sales unit 0.350 kg 

Shipping unit 10 pcs. 

Dimensions (WxHxD) shipping 
unit

 mm 

Packaging volume shipping 
package

0.756 dm³ 

Gross weight shipping unit 0,243 kg 

EAN 4010056737917  

Article number 73791  

Customs tariff number 85437090  
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